
CHIEF®

VIDEO WALL MOUNTING SYSTEM

SPEED LEVELING 
Mount multiple units to a single strut channel for quick row leveling and centerless lateral shift.

POWERZONE™ ADJUSTMENTS 
Six points of tool-free adjustment: height, depth, lateral and tilt are all found in one easy-to-access location. 
Rigid frame keeps displays where you set them even after extending for service.

RAPIDDRAW™ DISPLAY RELEASE 
Cord release system gently and remotely pops any screen out 348 mm from the wall for easy access and service 
while minimizing aggressive screen pushes. Get an additional 20 degrees of bottom pull-out with  
an integrated kickstand. Cords can be set to release from any 90 degree angle.

GENEROUS DEPTH ADJUSTMENT 
Mount depth from wall can be set between 102 and 186 mm for perfect alignment, accommodating for recess 
applications and wall imperfections.

CLICKCONNECT TOOL-FREE LATCHING 
Quickly connects interface and display to mount — no tools necessary. Audible click lets you know when the 
screen is secure.

CONNEXSYS™ VIDEO WALL SYSTEM 
FEATURES

LVS1U 42 - 80" LANDSCAPE SYSTEM WITH RAILS

This universal pop-out mount is ideal for large-scale, seamless video walls 

and recessed applications. Ships with rails for each mount.

Weight 
Capacity

Dimensions 
(HxWxD)

Mounting 
Patterns (WxH) Tilt Height 

Adjust
Total Depth 

Adjust

68 kg 554 x 903 x 102 mm 200 x 100 -  
700 x 400 mm +4˚ / -2.5˚ 25 mm 85 mm

L



LVS1UP 40 - 80" PORTRAIT SYSTEM WITH RAILS

The portrait version of the LVS1U that ships with rails for each mount.

Weight 
Capacity

Dimensions 
(HxWxD)

Mounting 
Patterns (WxH) Tilt Height 

Adjust
Total Depth 

Adjust

68 kg 826 x 496 x 104 mm 200 x 100 - 
800 x 400 mm +4˚ / -2.5˚ 25 mm 85 mm

LVSXU* 42 - 80" LANDSCAPE SYSTEM WITHOUT RAILS

Nearly identical to the LVS1U but ships without rails so installers can source 

strut locally to hang multiple mounts to one rail and reduce installation time.

Weight 
Capacity

Dimensions 
(HxWxD)

Mounting 
Patterns (WxH) Tilt Height 

Adjust
Total Depth 

Adjust

68 kg 554 x 903 x 102 mm 200 x 100 -  
700 x 400 mm +4˚ / -2.5˚ 25 mm 85 mm

L

L

LVSXUP* 40 - 80" PORTRAIT SYSTEM WITHOUT RAILS

The portrait version of the LVSXU that also ships without rails.

Weight 
Capacity

Dimensions 
(HxWxD)

Mounting 
Patterns (WxH) Tilt Height 

Adjust
Total Depth 

Adjust

68 kg 826 x 496 x 104 mm 200 x 100 - 
800 x 400 mm +4˚ / -2.5˚ 25 mm 85 mm

L
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In British Columbia, Milestone AV Technologies ULC carries on business as MAVT Milestone AV Technologies ULC.  
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* LVSXU and LVSXUP not stocked locally. Please allow 4 to 6 weeks for delivery.


